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TURN OFF POWER 

BEFORE INSTALLING.

Warning: Improper wiring of any electrical device can cause serious injury or death. 

These wiring devices should only be installed by a certified electrician or other qualified 

person.

1)  Turn off power before installation.
2)  Ensure chosen direction of photoelectric 
switch will not have any continuous direct light 
interference that will prevent it from activating 
light at appropriate time.
3)  Wire photoelectric switch to light according to 
diagram.
4)  Reassemble all light components before 
turning power back on.
5)  Test photoelectric switch to ensure proper 
functionality (light may take up to 3 minutes to 
turn off):
- If testing during daytime, cover photoelectric 
switch and wait for light to turn on.
- If testing at nighttime, use secondary light 
source to shine at photoelectric switch and wait 
for light to turn off.

Caution: This product should be installed in accordance with the National Electrical Code 

and all applicable local codes and standards.
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APAGUE LA ENERGÍA 

ANTES DE INSTALAR.

Advertencia: El cableado incorrecto de cualquier dispositivo eléctrico puede causar 

lesiones graves o la muerte. Estos dispositivos de cableado solo deben ser instalados 

por un electricista certificado u otra persona calificada.

1)  Desconecte la energía antes de la instalación.
2)  Asegúrese de que la dirección elegida del 
interruptor fotoeléctrico no tenga cualquier 
interferencia continua de luz  directa que lo 
evitará de activar la luz en el momento apropiado.
3)  Conecte el interruptor fotoeléctrico a la luz 
según el diagrama.
4)  Vuelva a ensamblar todos los componentes de 
la luz antes de volver a encenderla.
5)  Interruptor fotoeléctrico de prueba para 
garantizar la funcionalidad adecuada (luz puede 
demorar hasta 3 minutos en apagarse):
- Si prueba durante el día, cubra el interruptor 
fotoeléctrico y espera a que se encienda la luz.
- Si realiza la prueba por la noche, use una fuente 
de luz secundaria para brillar en el interruptor 
fotoeléctrico y espere a que se apague la luz.

Precaución: Este producto debe instalarse de acuerdo con el Código Eléctrico Nacional 

y todos los códigos y normas locales aplicables.
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